
BA-C Automatic Electronic Analytical Balance 

(Internal Cal)

Model: PLBA 1000 PLBA 1001 PLBA 1002 PLBA 1003 PLBA 1004 PLBA 1005 PLBA 1006 PLBA 1007 PLBA 1008

Details:

Range

Accuracy

Scale size

Net Weight /Lbs

External Size /mm

Package Size /mm

Workspace Height /mm

Calibration

0-60g

0.1 mg

90mm

15 lbs

350*215*340

480*375*515

240mm

Internal Cal

0-100g

0.1 mg

90mm

15 lbs

350*215*340

480*375*515

240mm

Internal Cal

0-120g

0.1 mg

90mm

15 lbs

350*215*340

480*375*515

240mm

Internal Cal

0-160g

0.1 mg

90mm

15 lbs

350*215*340

480*375*515

240mm

Internal Cal

0-200g

0.1 mg

90mm

15 lbs

350*215*340

480*375*515

240mm

Internal Cal

0-220g

0.1 mg

90mm

15 lbs

350*215*340

480*375*515

240mm

Internal Cal

0-100g

1 mg

90mm

15 lbs

350*215*340

480*375*515

240mm

Internal Cal

0-200g

1 mg

90mm

15 lbs

350*215*340

480*375*515

240mm

Internal Cal

0-300g

1 mg

90mm

15 lbs

350*215*340

480*375*515

240mm

Internal Cal

1. Humanized design, novel design and five-side 
full-transparent windshield. 
2. A new-generation electromagnetic balance 
weighing sensor
3.  Automatic fault detection, four-point linear 
calibration and over-load protection. 
4. Ultra-large backlight LCD display.

- Multiple functions: auto-counting, unit conversion 
(metric carat, gold ounce, etc.), stability, full-scale 
faring, zero-memory, etc.
- Built-in RS232C output interface to computer and 
printer.
- Built-in lower weighing hook.


